<!DOCTYPE html> [image: ]

<html lang="en">

<head>
    <title id='Description'>jqxGauge Basic Demo</title>
    <link rel="stylesheet" href="jqwidgets/styles/jqx.base.css" type="text/css" />
    <script type="text/javascript" src="scripts/jquery-1.11.1.min.js"></script>
    <script type="text/javascript" src="jqwidgets/jqxcore.js"></script>
    <script type="text/javascript" src="jqwidgets/jqxchart.js"></script>
    <script type="text/javascript" src="jqwidgets/jqxgauge.js"></script>
    <script type="text/javascript">
        $(document).ready(function () {
            $('#gaugeContainer').jqxGauge({
                ranges: [{ startValue: 0, endValue: 55, style: { fill: '#C9C9C9', stroke: '#C9C9C9' }, endWidth: 5, startWidth: 1 },
                            { startValue: 55, endValue: 110, style: { fill: '#FCF06A', stroke: '#FCF06A' }, endWidth: 10, startWidth: 5 },
                            { startValue: 110, endValue: 165, style: { fill: '#FCA76A', stroke: '#FCA76A' }, endWidth: 15, startWidth: 10 },
                            { startValue: 165, endValue: 220, style: { fill: '#FC6A6A', stroke: '#FC6A6A' }, endWidth: 20, startWidth: 15}],
                ticksMinor: { interval: 5, size: '5%' },
                ticksMajor: { interval: 10, size: '9%' },
[bookmark: _GoBack]                value: 0,<?php
  // Exemple d'appel REST avec la bibliothèque cURL 
  $service_url = "http://192.168.200.3/arduino/analog/val1"; //Commande  à modifier, voir *
  $curl = curl_init($service_url);
   
  // Envoi de l'appel à la carte Arduino Wifi
  curl_setopt($curl, CURLOPT_IPRESOLVE, CURL_IPRESOLVE_V4); 
  curl_exec($curl);
  curl_close($curl);
?>
get_val1.php

                colorScheme: 'scheme03',
                animationDuration: 1200
            });
            
            $("#val1").load('scripts/get_val1.php'); // Première acquisition
            var val1 =  $("#val1").html() ;
            $('#gaugeContainer').jqxGauge({value:val1});
            
            setInterval(function() {   // Acquisition toutes les 5s            
                $("#val1").load('scripts/get_val1.php');
                var val1 =  $("#val1").html();
                $('#gaugeContainer').jqxGauge({value:val1});                
		}, 5000);
        });
    </script>* Commandes possibles dans le sketch Arduino Wifi
	
"/arduino/digital/13"     		-> digitalRead(13)
"/arduino/digital/13/1"   		-> digitalWrite(13, HIGH)
"/arduino/analog/2/123"   	-> analogWrite(2, 123)
"/arduino/analog/2"       		-> analogRead(2)
"/arduino/mode/13/input"  	-> pinMode(13, INPUT)
"/arduino/mode/13/output" 	-> pinMode(13, OUTPUT)


    <body>
        <div id="gaugeContainer"></div>
       <div id = "val1" ></div> <!-- style="display:none" -->
    </body>

</html>
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